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PNEUMATIC VIBRO SHELLER

GRAINTEC Pneumatic Rubber Sheller machine is used for de-husking paddy and is fitted with two
rubber rolls that run in opposite directions.

Very high degree of shelling can be obtained with lesser brokens as adopted by pneumatic controls. This
machine comes with heavy- sturdy construction and suitable for raw, steam and boiled paddy also other
grains and seeds de-hulling process.



PNEUMATIC VIBRO SHELLER

Key Features: Key Benefits:

B [nstalled with sleeve type rubbers to get B Equipped with a specially designed exhaust cum
better output and yield. cooling blower to increase the life of the rubbers.

B Machine is equipped with both automatic and B [nstalled with a sensor which automatically
manual running modes. activates and de-activates the shelling system.

B Vibrator feed rate can be controlled by B A new designed chute automatically controlled in
electronically. the best orientation.

B Vibrator system allows uniform distribution

and control over capacity. |
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TECHNICAL SPECIFICATIONS

MACHINE TYPE PSVA
CAPACITY (TPH) 4-6
MOTOR POWER - HP / kW 10/7.5,15/11.2
MOTOR SPEED - POLE / RPM 4 /1440
VOLTAGE (V) / FREQUENCY (Hz) 415 /50
MACHINE WEIGHT (Kg) 480

A 1400
SIZE (mm) B 1060

C 1300

All Graintec products are subject to continuous development and as a result, their specification may change and differ from the above mentioned.
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